Let the
forklift

become a

universal
forklift

Load Stabilizer

Functions & Applications

Mainly used i stabilization of goods on pallet to avoid the
goods slipping off during operation. Particularly used in fragile
products handling and stacking. e.p food and beverage industry,

import and export trade, efc,

Features

® [nstalled on forklift directly without assembling for improved
work efficiency.

® Ressonable design, excellent appearance and easy operation

® Easy and fast maintenance



Load Stabilizer

Opeing Range
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(kg@mm) {mm) [mmy} {mm) (rmm) (mm) {(mm} {kg) {mm)] {mm)
1600@600 WDQL6D-BO01 T 1145-2135 Non-s5 915x915 940x1475 290 No 845 209 &4 165
1600@600 WDQ16D-B002 I 1145-2135 Non-ss 760=760 940x1475 290 Mo 830 198 64 127
1600@600 WDQ16D-B003 I 1145-2135 Non-ss 760x915 9401475 290 No 840 204 &4 152
1600@600 WDQL6D-B004 I 1145-2135 55 T60=T760 940x1475 290 Mo 665 272 124 @ 137
1600@600 WDQ16D-B00S I 1145-2135 55 T60=915 940x1475 290 Mo 675 279 124 155
1600@600 WDQL6D-B006 I 1145-2135 55 915=915 940x1475 290 Mo 685 284 124 165
1600@ 600 WDQ16D-BOO7 T 1290-2280 Mon-ss 1100=x1100 10751470 465 Mo 830 340 75 165
4500@600 WDQ45D-C001 I 0-800 55 300=1200 Mo 320 1250 500 480 161 200
6800@600 WDQ&ED-D001 IV 0-800 55 300=1200 Mo 320 1700 500 580 179 200
6800@600 WDQBSD-D002 IV 0-800 55 300=1200 Mo 320 2700 500 576 179 200

Suitable for bottled goods handing

1600@600 WDQ16D-BO0O8 O 1070-1650 Mon-ss 760x760 935x1420 290 No 830 227 36 138
1600@600 WDQ16D-B0O09 O 1070-1650 14 760=T760 935x1420 290 No 680 302 137 188

Obtain the actual capacity of the forklift and attachments from the forklift manufacturer.

One set additional ail eircuit required for Non-sideshifting, two sets additional oil eireuit required for sideshifting




